
Anschluss-Set für Pyrometer PYROSPOT
Connection set for pyrometers PYROSPOT

Überblick Overview

Funktionen und Eigenschaften Functions and features

Mit dem fertig konfektionierten Anschluss-Set für DIAS 
PYROSPOT Pyrometer kann das Gerät ohne Aufwand sofort 
in Betrieb genommen werden. Das Pyrometer wird mit 
dem 12-poligen Anschlusskabel verbunden. Über den USB-
Anschluss kann das Pyrometer an einen PC angeschlossen 
werden und ist zur Kommunikation per PC-Software bereit.

Das Set besteht aus:
– Schnittstellenbox mit USB-Schnittstellenkabel und 
   12-poligem Pyrometeranschlusskabel
– Steckernetzteil (100 V bis 240 V AC, 24 V DC Ausgang an 
   Schnittstellenbox anschließbar)

Kompatible Pyrometer-Serien sind PYROSPOT Serie 10, 11, 
44, 54, 55 und 56.

Artikelnummer: 3310A14100

With the ready-made connection set for DIAS PYROSPOT 
pyrometers, the device can be put into operation immediately 
without any effort. Use the 12-pin cable for the connection 
of the pyrometer.The pyrometer can be connected to a PC 
via the USB port and is ready for communication via PC 
software.

The set consists from:
– Interface box with USB interface cable and 12-pin 
   connection cable for the pyrometer
– Power adapter (100 V to 240 V AC, 24 V DC output 
   connectable at interface box

Compatible pyrometer series are PYROSPOT series 10, 11, 
44, 54, 55 and 56.

Part number: 3310A14100

www.dias-infrared.de

DIAS Infrared GmbH
Pforzheimer Straße 21
01189 Dresden 
Deutschland/Germany

Telefon/Phone: +49 351 896 74-0
Telefax/Fax: +49 351 896 74-99
E-Mail: info@dias-infrared.de
Internet: www.dias-infrared.deTe
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Anschlusskabel 5 m, 12-polig
Connection cable 5 m, 12 pin

USB-Kabel, 1,8 m
USB cable, 1.8 m

Steckernetzteil
Power adapter

Schnittstellen-Box 
RS-485 zu USB
Interface box

RS-485 to USB


